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Abstract11

Most slow-moving landslides in the Three Gorges Reservoir (TGR) region of
China are characterized by pre-existing shear surfaces. The large deformation
within the shear zones usually gives rise to clastic soil formation. The creep
properties have large influence on the kinematic feature of landslides. In this
paper, we report an in-situ direct shear creep test carried out in the shear
zone of a reactivated slow-moving landslide in the TGR region. Correspond-
ingly, some laboratory ring shear creep tests are carried out to interpret the
movement pattern of this landslide. The shear zone soil exhibits similar non-
attenuating creep responses in both the in-situ direct shear and laboratory
ring shear creep tests. At the same stress level, however, the in-situ direct
shear creep test yields a larger rate of creep displacement due to shearing
along the landslide direction. In the ring shear creep tests, at the prepeak
stage, the critical creep stress that triggers creep failure is slightly lower than
the peak shear strength but much larger than the residual strength; at the
postfailure stage, the critical creep stress of the shear-zone soil is equal to
the residual shear strength. The rate-dependent residual shear strength may
account for the stepwise movement pattern of the landslide.
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1. Introduction14

Deep-seated and slow-moving landslides often involve large-scale mass15

movements with relatively small displacements (Pánek et al., 2011, 2016).16

They are, however, often known to be the cause of severe damage to struc-17

tures and infrastructure (Cascini et al., 2009; Di Maio et al., 2013; Fernández-18

Merodo et al., 2014; Li et al., 2019, among others:). According to reported19

statistics, there are some 1,726 landslides, with a total volume of 1.333920

×1011 m3 in the TGR region in China (He et al., 2008), and most of them21

can be classified as slow or very slow-moving landslides. For instance, Miao22

et al. (2014) examined the movement rate of 21 landslides in the TGR area23

and found out that 6 landslides move at rates ranging from 6 cm per year24

to 1.5 m per year, while the other 15 display creeping displacement with an25

average sliding rate of less than 6 cm per year. These characteristics usu-26

ally make slow-moving landslides difficult to detect, and as a consequence,27

many roads, buildings, and tourist resorts were constructed in areas prone28

to slow-moving landslides in the TGR region.29
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Figure 1: The TGR region and location of the Huangtupo landslide in China, base map
from Wang et al. (2018a)

A typical case is the Huangtupo landslide in Badong District, a small30

county along the Yangtze River in China. This area is well known for its31

landslide-prone geological conditions and large-scale landslides that have led32

to the relocation of thousands of residents (see Figure 1). The Badong County33

seat has experienced relocation twice in 3 decades. The old county seat was34
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moved to the Huangtupo area due to the rising water level following the35

impoundments of the Gezhou Dam in 1982. After the relocation, however,36

the Huangtupo area was identified as a large-scale landslide in 1992 (Deng37

et al., 2000). The slow movement of this landslide has destroyed construc-38

tion and roads on this slope. As a consequence, the town was moved to an39

area approximately 10 km west of Huangtupo after 2008. Though the dis-40

placement rate of the sliding mass is not large enough to cause a sudden slide41

into the adjacent Yangtze river, the continuous creep displacement has posed42

a great threat to the safety of surrounding residents and the Yangtze river43

waterway. The large size of Huangtupo landslide makes it an ideal study44

object to better understand the mechanisms of similar slides in this area. In45

2012 the Badong field test site was established by the Three Gorges Research46

Center for Geohazards (TGRC). The test site includes a large-scale tunnel47

with auxiliary adits and an extensive in-situ monitoring system.48

Since the completion of the Badong field test site, research on the internal49

structure and kinematic feature of the Huangtupo landslide has been intensi-50

fied. Through U-Th dating, Tang et al. (2015a) reported that the Huangtupo51

riverside sliding masses might undergo at least two periods of movement.52

Subsequently, Wang et al. (2018a) proposed a double shear surface model for53

the Huangtupo No. 1 Riverside sliding mass based on the geological logs ob-54

tained from the excavation of the tunnel group and subsequent borehole logs.55

On the other hand, Liu et al. (2013) and Tomás et al. (2014) analyzed the de-56

formation of the Huangtupo landslide based on InSAR data. The upper part57

of the landslide is affected by seasonal displacements caused by rainfall, while58

the lower part is affected by periodic water level fluctuation in the reservoir.59

Furthermore, Wang et al. (2014) proposed a concept model for analyzing the60

relation between the episodic landslide movement and the variation of the61

hydrological conditions of the landslide. Tang et al. (2015b) investigated the62

movement pattern of the Huangtupo landslide during groundwater variation63

and seasonal rainfall. Wang et al. (2016) compared the superficial and deep64

deformation of the Huangtupo landslide and identified that the water level65

variation and seasonal rainfall have different effects on the movement of the66

Huangtupo landslide. The aforementioned studies give rise to an improved67

understanding about the deformation mechanisms: the Huangtupo landslide68

moves stepwise with episodic accelerating and decelerating phases. How-69

ever, influenced by hydrological boundary conditions, such as rainfall and70

the groundwater table, the creep deformation is driven predominately by the71

weight of the large sliding mass.72
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It is well known that the displacement rate of a landslide is the result73

of a dynamic equilibrium between destabilizing and stabilizing forces, which74

also depends on the viscous behavior of the involved soil (Van Asch, 1984;75

Di Maio et al., 2013; Tan et al., 2018). Hence, in addition to the hydro-76

logical conditions, it is believed that the creep property of the shear-zone77

soil plays an important role in the interpretation of the mechanism behind78

the movement pattern of the landslide. To date, there has been insufficient79

research on the creep properties of the shear-zone soil. Therefore, a series of80

laboratory creep tests over various stress ranges have been performed by the81

colleagues at TGRC. Li et al. (2017) reported the creep properties of intact82

shear-zone soil in the triaxial stress state. Later, Wang et al. (2018b) investi-83

gated the residual state creep properties of undisturbed shear-zone soil using84

a ring shear apparatus. In most cases, however, there still remain difficulties85

in the laboratory tests for dealing with the coarse particles in the shear-zone86

soil. In-situ tests carried out in the shear zone of giant landslides are rare be-87

cause such tests are rather time-consuming and the access to the soil at large88

depth is difficult. Fortunately, the excavation of the tunnels in the Badong89

field test site exposed several shear zones, which provide ideal conditions for90

in-situ tests, e.g., the in-situ triaxial compression test(Tan et al., 2018). For91

further investigation of the viscous behavior of the shear-zone soil subjected92

to various stress paths, more creep tests both in the field and laboratory are93

required.94

In this paper, we report an in-situ creep test performed at the Huangtupo95

landslide to investigate the creep properties of shear-zone soil by means of96

direct shear creep tests. Particularly, the direct shear creep test is performed97

in the shear zone of this landslide with the shearing direction parallel to98

the inclined shear surface. The viscous behavior of the shear-zone soil is99

examined over various shear stress ranges. Additionally, two ring shear creep100

tests, namely a prepeak ring shear creep test and a postfailure ring shear101

creep test, are carried out in the laboratory with the same soil. The test102

results are compared with those obtained by triaxial creep tests reported103

in the literature. Based on the test results, the factors that influence the104

measurement of the critical creep stress and the relation between the critical105

creep stress and landslide movement are discussed.106
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2. Description of the landslide and in-situ creep test site107

This section is concerned with describing the position and creep move-108

ment of shear zone where the in-situ creep test was carried out. In addition,109

the environment of the in-situ test site is introduced.110

2.1. Shear surfaces distribution111

The Huangtupo landslide developed at the south bank of the valley of112

the Yangtze River with the bedrock dipping towards the valley. The crown113

elevation of the landslide is approximately 600 m.a.s.l., while its toe varies114

from 50 to 90 m.a.s.l. The toe is submerged in the Yangtze River, with115

water levels varying from 145 to 175 m, as regulated by the Three Gorges116

Dam. The composite landslide covers a total area of 1.35×106 m2, with a117

mobilized volume of nearly 6.93×107 m3, according to the investigation in118

2001; therefore, it is one of the largest reservoir landslides in the TGR region.119

More details concerning the geological structure, lithology, and hydrological120

conditions of this landslide can be found in the literature (Deng et al., 2000;121

Wang et al., 2018b, 2016; Tang et al., 2015a,b, 2019).122
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Figure 2: The plan view of the Huangtupo landslide with the 3D model of the shear
surfaces based on the data from the 2001 investigation
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According to the previous investigation in 2001, the Huangtupo landslide123

is a complex mass formed by multiple sliding masses that occurred over a124

period of at least 100,000 years (Tang et al., 2015a). The plan view of the125

Huangtupo landslide is shown in Figure 2. On the surface, the landslide is126

divided by the Sandaogou Valley into two groups of sliding masses. Each127

group is composed of two sliding masses, one on top of the other, with addi-128

tional recent sliding masses developing adjacent to the edges of the landslide.129

The foreside sliding masses, the No. 1 and No. 2 Riverside sliding masses,130

are adjacent to the Yangtze River with their toes being submerged in the131

river.132
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slip surfaces; ± Mudstone fraction zone, and the inclinometer profile of borehole HZK5,

inclinometer data from Jian and Yang (2013).

The spatial distribution among the shear surfaces shown in Figure 2 in-133

dicates that the four sliding masses are sliding along separate shear surfaces.134

The geological profile of the No. 1 Riverside sliding mass shown in Figure 3135

indicates that it is a chaotic mass consisting of either loose or dense soil and136

rock debris (Wang et al., 2014). The inclinometer profile of borehole HZK5137

shows that significant horizontal displacement has occurred at depth of 54138

m and 76 m. This implies a double shear-surface structure of this landslide.139
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To investigate the shear surface distribution in this landslide, a investi-140

gation tunnel was constructed crossing the No. 1 Riverside sliding mass. As141

shown in Figure 4(a), the investigation tunnel in the Badong field test site142

includes a main tunnel and five branch tunnels. The arc-shaped main tunnel143

is 908 m long. Five branch tunnels named BT1–BT5 are connected to the144

main tunnel. The excavation of the tunnel group exposed weak interlayers145

and shear zones located at both the main tunnel and the branch tunnels BT3146

and BT5. More details can be found in the literature (Wang et al., 2018a;147

Tang et al., 2015a)148
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According to the U-th dating results by Tang et al. (2015a), the ages149

of the shear-zone soil in BT3 and BT5 are 40 ka and 100 ka, respectively.150

Thus, the shear zones in BT3 and BT5 are not the same layer; therefore,151

the Huangtupo No. 1 Riverside sliding mass can be further divided into152

secondary sliding masses (No. 1-1 sliding mass and No. 1-2 sliding mass).153

Based on this knowledge, Wang et al. (2018a) proposed a double shear surface154

model of the Huangtupo No. 1 Riverside sliding mass using the geological155

data obtained from the excavation of the tunnels and the recent investigation156

boreholes. The 3D topographic model, and 3D view of this double shear157

surface model are shown in Figure 4(b,c). From this model, it is easy to158
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show the location where the in-situ creep test was carried out.159

2.2. Movement of the shear zone160

In-situ GPS monitoring indicates that the No. 1 Riverside sliding mass161

exhibits steady creeping, with a movement rate range from very slow (17.2162

mm/year) to extremely slow (12.8 mm/year) in the direction of 20◦ northeast163

(Tomás et al., 2014; Tang et al., 2015a). Since the completion of the tunnel164

group in December 2012, this movement has resulted in many cracks in the165

lining and on the pavement of the tunnel. Several extensometers have been,166

therefore, installed in the tunnel to measure the propagation of these cracks167

since 2013. The distribution of the extensometers is shown in Figures 6. The168

extensometers were installed in the tunnel in locations where the shear zones169

were exposed and vertical to the cracks to obtain the width variation. Hence,170

the development of cracks provides direct insight into the movement pattern171

of the Huangtupo landslide.172
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Figure 5 shows the development of partial cracks in the tunnel group from173

August 2013 to December 2016, together with variation in the groundwater174

table and seasonal rainfall. The monitoring results of eight cracks, including175

3 cracks in the main tunnel (C006, C010, and C012), 4 cracks in BT3 (C301,176

C302, C303, and C306), and 1 crack in BT5 (C501), are presented. During177

the monitoring period, the crack C501 obtained a deformation of 15 mm178

in the last four years, yielding the largest rate of displacement among these179

cracks. The other cracks attained relatively smaller displacement. The cracks180

C301, C302, C303 and C306 grew 1.65, 3.16, 5.84 and 3.60 mm, respectively,181
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while C006, C010, and C012 grew 4.37, 2.47, and 5.80 mm, respectively. The182

development of the cracks indicates that the movement rate of the shear zone183

in the No. 1-2 sliding mass is larger than that in the No. 1-1 sliding mass.184

On the other hand, the groundwater table and seasonal rainfall can influ-185

ence the development of the cracks. The propagation of the cracks coincides186

with the periods of intensive rainfall and significant declines in the TGR187

water level. The development of the cracks shows intermittent phases of188

acceleration and deceleration in the apparent dip of the shear surface and189

exhibits a stepwise creep tendency (Wang et al., 2018b). This result is in ex-190

cellent agreement with the superficial monitoring data measured from GPS191

and InSAR (Liu et al., 2013; Tomás et al., 2014; Tang et al., 2015b; Wang192

et al., 2016), that is, the landslide has experienced alternating accelerat-193

ing and decelerating movements (Wang et al., 2018b). The main conclusion194

drawn from this analysis is that the creeping movement of the Huangtupo195

landslide is predominantly governed by its self-weight. Affected by some ex-196

ternal factors, the soil within the shear zone is undergoing a stepwise creep197

displacement. This movement pattern leads to the necessity of performing198

in-situ creep tests to investigate the viscous behavior of the shear zone ma-199

terial.200

2.3. In-situ creep test site201

After the construction of the investigation tunnel, two testing tunnels202

were excavated and advanced in the BT3 and BT5 at the 138-m and 20.1-m203

sections, respectively, for further in-situ tests and intact soil sampling. The204

creep tests were supposed to be carried out in the testing tunnel either in205

BT3 or BT5; see Figure 6(a).206

The shear zone in BT3 is usually 0.5- to 1.2-m thick, which is much207

thicker than that in BT5. Moreover, the hydrological condition in BT3 is208

more suitable for the in-situ test, while groundwater has passed through the209

shear zone in BT5, and water bursting has caused severe collapse on the210

tunnel face. Therefore, the testing tunnel in BT3 was selected as the in-situ211

creep test site, as shown in Figure 6(b). Several samples were prepared in the212

east direction of the testing tunnel in BT3. To this end, the left side of the213

testing tunnel was excavated, leaving a platform with shear-zone soil above214

the shear surface. The shear-zone soil was then prepared to block samples215

for the in-situ creep tests. To mimic the landslide movement as realistically216

as possible, the in-situ creep shearing was supposed to be carried out parallel217

to the shear surface, as shown in Figure 6(c).218
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It is worth noting that, based on this testing platform, the TGRC has219

proposed a comprehensive test plan including both in-situ and laboratory220

creep tests using various testing approaches, e.g., in-situ and laboratory tri-221

axial compression creep tests and in-situ and laboratory shear (direct shear222

and ring shear) creep tests. The in-situ test site for sampling and in-situ tests223

are shown in Figure 7. The laboratory and in-situ triaxial compression creep224

tests were reported by Li et al. (2017) and Tan et al. (2018), respectively. In225
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the following, therefore, we report the experimental works of the in-situ and226

laboratory shear creep tests.227

3. Experimental works228

3.1. Test material229

Some intact samples were taken from the shear zone exposed in the testing230

tunnel. Laboratory tests were then carried out to determine their basic231

physical properties. As presented in Figure 8(a), the shear-zone soil typically232

comprises fine-grained soil (silt + clay) with a significant fraction of coarse-233

grained particles, constituting approximately 20 to 50 wt.% of the material.234

Figure 8(b) shows an X-ray CT (computed tomography) section of an intact235

sample, where the outline of the gravel clasts are clearly distinguished from236

the fine grained portion. Visual observations in the testing tunnel (see Figure237

7) and from the CT image reveal that the gravel is typically subrounded to238

angular and irregularly shape, with diameters varying from 0.5 to 2.5 cm.239

Previous experimental studies evidenced that the interaction of particles in240

coarse-graded soil, with 25 and 50 wt.% coarse particles, remains complex241

(Jiang et al., 2016; Xu et al., 2007, 2008), and thus, the viscous behavior242

can be significantly influenced. For example, the creep threshold stress and243

the creep displacement leading to accelerated failure of shear-zone soil in the244

residual state increases with coarse particle content (Wen and Jiang, 2017).245
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On the other hand, the shear-zone soil contains between 50 and 80 wt.% of246

fine material. It can be classified as silt-clay with low to medium plasticity247
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and silt-clay mixtures of low plasticity according to the Casagrande chart248

shown in Figure 8(c). It has been reported that there exists a relationship249

between the potential of creep in clays and the plasticity index; the coefficient250

of secondary compression Cα can be described by Ip using a linear function251

(Mesri et al., 1973; Nakase et al., 1989; Jin et al., 2019). This implies that252

the shear-zone soil may exhibit high creep potential under certain loading253

conditions.254

3.2. in-situ creep apparatus and instrumentation255

A reliable shearing device is required for the long-term in-situ creep test256

in the field site. For this purpose, a direct shear apparatus was designed by257

the TGRC. It was made of steel for reliability and comprises a reaction frame,258

two servo-controlled, oil-actuated hydraulic jacks, a circulation cooling device259

and the shear box. The shear box consists of two parts, i.e., an upper and a260

lower box. The upper box has the dimension 0.5 × 0.5 × 0.25 m, while the261

low box was 0.5× 0.5× 0.10 m. The hydraulic jacks can produce a maximal262

shear force of 300 kN and a normal force of 500 kN. Both hydraulic jacks263

have a 100-mm stroke. This implies that the maximal shear and normal264

displacement is 100 mm. The physical dimensions and the arrangement of265

the shear box, transducer valves, reaction frame and the loading cylinders266

are shown in Figure 9.267
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Figure 9: Configuration of large direct shear creep box

12



The in-situ creep test involved the assembly of the shear box on the shear268

surface and shearing at controlled forces. To mimic the shear movement of269

the landslide as realistically as possible, a block of sample, with near-vertical270

sides to the shear surface, was prepared according to dimensions of 0.5 m ×271

0.5 m × 0.35 m on the inclined shear surface. Then, the exposed interface was272

flatly grouted before the bedframe was fixed. The bedframe had a height of273

0.10 m and was used as the lower shear box, which accommodated the lower274

part of the soil sample. The upper shear box was centered over the upper part275

of the block sample and stabilized by two adjustable support legs connected276

to the bedframe. The gap between the box and the block was filled with277

wet coarse sand. Afterward, the loading cylinders, transducers, and data278

acquisition system were instrumented.279

The application of normal and shear forces were of crucial importance280

for the creep test. To apply the normal and shear forces, two reaction walls281

in the shear direction and the normal direction were built on the top of the282

inclined shear surface and the left side of the tunnel lining, respectively (see283

Figure 6). The shear force was applied directly to the upper box, at an284

offset to the plane of shear, to facilitate the alignment and operation of the285

device at the test site. The normal load was applied through a rigid top286

plate, supported by the tunnel lining, to impose a normal stress on the block287

sample. The plate is independent of the upper box and, therefore, free to288

move in the shearing direction. During testing, the shear and normal forces289

were maintained through feedback in the servo-control system; the shear290

displacement of the upper shear box and vertical displacement of the loading291

plate were monitored by high-precision transducers. The test was terminated292

at a horizontal displacement of approximately 100 mm or when the failure293

occurred in the block sample. The field set up of the shear box on the shear294

surface is shown in Figure 10.295

3.3. Test program and procedure296

The in-situ direct shear creep test is the so-called multistage creep test297

that is commonly used in creep tests (Ladanyi and Johnston, 1973). In the298

test process, the sample was consolidated until the rate of normal displace-299

ment approaches the null under constant effective normal stress of σ
′
n = 255300

kPa, which is one-third of the normal component of the overburden stress on301

the shear plane. The shear force was then brought rapidly up to an initial302

creep level. It was then increased to the limit in several equal stress incre-303

ments under constant effective normal stress, each kept constant for several304
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Figure 10: (a) Field set up of the test and (b) the inclined fixed shear box

days. Five stages of shear stress were performed with different durations.305

Specifically, the tests of the first two states were maintained for approxi-306

mately 34 days, which was referred to as the long-term creep test. The307

remainder of the creep tests took place for only two days for each stage, and308

they were referred to as the short-term creep tests.309

Table 1: The program of all creep tests

Creep test name, σ′n = 255 kPa Shear stress (kPa) Time (hour)

in-situ direct shear creep test (long term) 96.5, 101.2 760
in-situ direct shear creep test (short term) 109.2, 112.8, 116.4, 120.5 210
prepeak ring shear creep test (RS2) 155.4, 158.2, 161.5, 164.1 450
postfailure ring shear creep test (RS1) 164.1, 146.3 65

A pair of ring shear creep tests, namely, a prepeak ring shear creep test310

and a postfailure ring shear creep test, were conducted in the laboratory.311

These tests were designed to demonstrate the creep properties of shear-zone312

soil under both prepeak and postfailure conditions (refer to Wang et al.313

(2018b)). The results can be used as a supplement to the in-situ direct creep314

shear test to interpret the movement pattern of the Huangtupo landslide.315

The prepeak ring shear creep test used an intact sample (sample RS2), while316

the postfailure ring shear creep involved a sample presheared to the residual317

state after a large displacement of shear (sample RS1). To this end, two intact318

ring-shaped samples, with a diameter of 200 mm and height of 50 mm, were319

obtained from the in-situ creep test site; see the sampling position in Figure320

7. By using a ring-shaped mold, the samples were made to a size of 100321

mm inner diameter, 150 mm outer diameter, and 30 mm height. Compared322
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with the height of the sample, some gravel in the soil is too large, so we used323

a steel needle to dig some large gravel out, leaving relatively fined-grained324

material in the “intact” samples. During the test, the sample was sheared in325

a container with wet cotton covered on the top of the container to mimic the326

high relative humidity environment in the testing tunnel. The configuration327

of the used ring shear apparatus is detailed in the references (Wang et al.,328

2012, 2018b).329

The aforementioned test program is presented in Table 1, and all tests330

were carried out in a constant temperature environment to eliminate the331

influence of temperature on the test results. All measurements were done332

electronically, and test data were automatically recorded in the acquisition333

system.334

4. Test results335

4.1. Shear strength behavior336

Prior to the in-situ and laboratory creep tests, two displacement-controlled337

tests, namely, an in-situ direct shear box test and a standard ring shear test,338

were carried out, thereby obtaining both the basic shear behavior and the339

general strength range of creep. The direct shear test was conducted on the340

intact sample in the testing tunnel. The ring shear test was performed using341

the intact soil taken from the testing tunnel (sample RS1), as shown in Figure342

7. For both the in-situ and the laboratory tests, samples were consolidated343

for 24 hours under effective normal stress of σ′n = 255 kPa. The samples344

were then sheared under a shear-rate controlled model with a shearing rate345

of 0.05 mm/min until failure was attained.346

The shear stress variation with respect to the shear displacement is pre-347

sented in Figure 11(a). The in-situ direct test sample reaches peak shear348

strength (τp1 = 127.5 kPa) at a shear displacement of approximately 7 mm349

and then exhibits a pronounced postpeak drop in shear strength. However,350

the ring shear sample withstands less shear displacements before attaining351

its peak shear strengths (τp2 = 168.3 kPa), with a noticeable drop from the352

peak to the residual strength (τr = 143.5 kPa). Note that the peak shear353

strength yields a poor agreement between the in-situ direct shear test and the354

laboratory ring shear test. One possible reason is the involved scale effect,355

that is, the shear strength may show a reduction the increase of the sample356

size (Zhang et al., 2015). More details regarding to the size effect will be357

given in the Sec. 5. Obviously, the anisotropic properties of the shear-zone358
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Figure 11: (a) Shear displacement and shear stress curves in the in-situ direct shear test
and ring shear test (sample RS1) with σ′n = 255 kPa; (b) shear strength obtained from

the ring shear test, triaxial compression test, laboratory and in-situ direct shear test; and
τp and τr denote peak and residual strength, respectively

soil may be another explanation for these results. As shown in Figure 7, the359

shearing direction is parallel and orthogonal to the landslide direction in the360

in-situ direct shear test and the ring shear test, respectively. The landslide361

has experienced many years of deformation, and the cracks existing in the362

shear-zone soil may have an orientation toward the sliding direction. This363

can be evidenced by the slickenside observed in the shear-zone soil, as shown364

in Figure 3. Since pre-existing cracks in the in-situ sample provide the easiest365

mechanism for the localization, to some extent, they have weakened the soil366

strength in the shearing direction.367

The shear strengths of shear-zone soil are obtained from various tests on368

both intact soil and reconstituted soil with pure fine-graded particles (diam-369

eter d < 2 mm). The results shown in Figure 11(b) are the relation between370

shear stress (or deviatoric stress in triaxial tests) and effective normal stress371

(or confining pressure in triaxial tests). Generally, the shear strengths ob-372

tained from various tests are concentrated in a certain range, giving rise to a373

friction angle of approximately φ
′
= 19.5◦ and φ

′
= 26.4◦ for shear tests and374

triaxial compression tests, respectively. Soil samples at relatively low effective375

normal stress attain a similar shear strength despite the intact coarse-graded376

and reconstituted fine-graded soils being involved. The inspection of the377

shear strength suggests that intact samples tend to yield a greater variation378

in shear strength. The pronounced difference is assumed to be attributed to379

the influence of the coarse particles, overconsolidation or particle bonding in380

the soil (Wen and Jiang, 2017; Di Maio et al., 2013; Yin et al., 2016, 2017).381
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4.2. In-situ direct shear creep test382

As interpreted in subsection 3.3, the in-situ direct shear creep test was383

divided into two parts: a long-term creep test and a short-term creep test.384

The curves of creep displacement over time are shown in Figure 12. The385

inspection of the creep curves reveals that each stage of the creep test starts386

with a rapid primary creep phase, which is followed by a long-term secondary387

creep phase with nearly constant horizontal rate of displacement. The block388

sample experienced more than 12-mm shear displacement in the long-term389

creep test. In the short-term creep test, the shear stress increment was very390

small (∆τ = 3–4 kPa). Each stage of the creep test might lead to more391

than 1.0-mm shear displacement. The block sample failed after 4-mm shear392

displacement at a shear stress of 120.5 kPa, which is very close to the assumed393

peak strength (127.5 kPa). The corresponding rate of creep displacement is394

presented in Figure 13. The long-term creep test shows only attenuating395

creep with a relatively low creep rate. In the short-term creep test, the creep396

rate increases with the increase of the sustained creep stress. An increase397

in the shear stress to 120.5 kPa results in the activation of nonattenuating398

creep, during which three distinct stages of creep are observed.399
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Figure 12: Creep displacement against creep time in (a) long-term creep test and (b)
short-term creep test (τp1 = 127.5 kPa)

The variation in the normal displacement over creep time is shown in Fig-400

ure 14. The initial normal displacement reached nearly 32 mm before start-401

ing the creep test, while the consequent 760-hour long-term creep test and402

17



7 5 0 8 0 0 8 5 0 9 0 0 9 5 0 1 0 0 0
0 . 0 1
0 . 1
1

1 0
1 0 0

 1 0 9 . 2 k P a     1 1 2 . 8 k P a
 1 1 6 . 4 k P a     1 2 0 . 5 k P a

2 . 8 7 × 10−22 . 3 1 × 10−21 . 9 8 × 10−2

Sh
ea

r c
ree

p r
ate

 (m
m/

h)

T i m e  ( h )

1 . 2 3 × 10−2

0 1 0 0 2 0 0 3 0 0 4 0 0 5 0 0 6 0 0 7 0 0 8 0 0
0 . 0 0 1
0 . 0 1
0 . 1
1

1 0
1 0 0

 9 6 . 5  k P a     1 0 1 . 2  k P a

( b )

3 . 8 5 × 10−3 m m / h1 . 7 5 × 10−3  m m / h

( a )

Figure 13: Creep rate against creep time in (a) long-term creep test and (b) short-term
creep test

7 5 0 8 0 0 8 5 0 9 0 0 9 5 0 1 0 0 0
- 3 4 . 0

- 3 3 . 5

- 3 3 . 0

- 3 2 . 5

0 . 9 5 τp 1

0 . 8 8 τp 1
0 . 8 5 τp 1

0 . 9 1 τp 1No
rm

al 
dis

pla
ce

me
nt 

(m
m)

T i m e  ( h o u r s )

0 1 0 0 2 0 0 3 0 0 4 0 0 5 0 0 6 0 0 7 0 0 8 0 0
- 3 3 . 5

- 3 3 . 0

- 3 2 . 5

- 3 2 . 0

0 . 8 0 τp 1

 1 0 9 . 2  k P a
 1 1 2 . 8  k P a
 1 1 6 . 4  k P a
 1 2 0 . 5  k P a

0 . 7 5 τp 1

( b )

 9 6 . 5  k P a
 1 0 1 . 2  k P a( a )

Figure 14: Normal displacement against creep time in (a) long-term creep test and (b)
short-term creep test (τp1 = 127.5 kPa)

450-hour short-term creep test resulted in only approximately 1.2-mm and403

1.8-mm normal displacement, respectively. A slight dilation was observed404

at the end of each stage of creep. This low compressibility is attributed to405

the overconsolidation of the shear-zone soil and the high content of coarse406

particles. The exposed shear-zone soil experienced an unloading process due407

to the excavation. Then, the voids and open cracks that were orientated in408
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the shear direction were closed due to the normal stress and thus gave rise409

to relatively large initial normal displacement (32 mm). During the creep410

process, the crack may slightly open again due to the primary creep that411

occurred after the application of the shear force. This phenomenon is also412

reported in the in-situ triaxial compression test at the same testing site (Tan413

et al., 2018) .414

4.3. Prepeak ring shear creep test415

The ring shear creep test was carried out by torque-controlled shear after416

24 hours of consolidation under the same normal stress as that employed in417

the in-situ creep test. The torque was applied step-by-step until creep failure418

occurred. According to the ring shear test detailed in subsection 4.1, the419

peak strength was assumed to be τp2 = 168.3 kPa. Multistage shear stresses420

with ten increments from τ = 0.60τp2 to τ = 0.98τp2 were applied on this421

sample to perform the ring shear creep test.422

Figure 15(a) shows the last four stages of creep curves at σ′n = 255 kPa.423

With the increase in the shear stress, the secondary creep becomes increas-424

ingly more obvious, while it is not until the last stage of the shear stress of425

τ = 164.1 kPa that the accelerated failure is observed. The applied shear426

stress leading to failure is slightly lower than the assumed peak strength, ex-427

hibiting an agreement with the observation in the in-situ creep test. As noted428

previously, the latter test yields a failure stress of approximately 0.95τp1. The429

relation of creep displacement with creep time appears to confirm the trend430

of the shear displacement at each stage of shear stress, as the secondary creep431

rate increased with the increase in shear stress, as shown in Figure 15(b).432

Figure 15(c) compares the curves of accumulated creep displacement at433

various shear stresses and the ring shear displacement – shear stress curve434

extracted from Figure 11(a). The dashed red line AB denotes the direction435

of the continuous creep displacement at the shear stress of 0.96τp2, at which436

the average rate of displacement at the secondary creep stage is evaluated437

to be v = 1.47 × 10−3 mm/h, constant for 100 hours. Under the hypothesis438

of an indefinitely constant rate, creep will allow the sample to reach point A439

and B in 41 days and 154 days, respectively. In reality, however, the rate of440

creep displacement will increase with creep displacement. Jiang et al. (2018)441

reported that the creep stress leading to accelerated creep is between 69%442

and 95% of the peak shear stress; this implies that accelerated failure may443

occur at a displacement between A and B.444
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4.4. Postfailure ring shear creep test445

The creep properties of shear-zone soil under the postfailure condition446

after large shear displacement are unclear due to the limitation of shear447

displacement in the in-situ direct shear test. This shortcoming, however,448

does not exist in the ring shear creep test. According to the results from449

the ring-shear test presented in Figure 11(a), the soil sample may fail at450

approximately 4-5 mm shear displacement. The sample RS2 experiences451

only 1.6 mm of creep displacement during the prefailure ring shear test, so452

it is considered suitable for further testing the postfailure behavior under453

different shear stresses. In addition, the sample RS1, which is sheared to454

the residual state (see subsection 4.1) can be used to study the postfailure455

behavior as well. Thus, the sample RS1 is subjected to 146.3 kPa, which is456
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slightly larger than its residual strength (1.02τr), to perform the postfailure457

ring shear creep test.458
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Figure 16: Postfailure ring shear creep test (a) shear displacement over time; (b) creep
rate of displacement over time, and (c) settlement over test time, τp2 =168.3 kPa,

τr =143.5 kPa

The results of the postfailure ring shear creep test are shown in Figure 16.459

The inspection of the curves suggests that the intact and presheared samples460

exhibit different postfailure behavior. For the presheared sample RS1, at461

1.02τr, the shear displacement gradually increases with approximately 10.0462

mm/h rate of displacement until 1.0 hour of the test. Then, the displace-463

ment experiences approximately 3 hours of increase with fluctuation of the464

rate of displacement. Subsequently, a stable displacement curve at approx-465

imately 130 mm is followed, corresponding to a significant decrease in the466

rate of displacement. This “static stage” is maintained for a few hours with467

a constant decrease in the rate of displacement. Then, the shear displace-468

ment rises steeply from 130 mm to 380 mm within 20 hours, whereas it then469

21



ceased with a relatively low rate of displacement; however, this may not be470

the maximum attainable shear displacement. The shearing may be reacti-471

vated after a few hours of a dormant period. Correspondingly, the vertical472

displacement ceased after a rapid settlement. Similar to the preshear sam-473

ple, the intact sample RS2, sheared at 0.98τp2, experienced an increase of474

displacement from 10 to 45 hours before a short “static stage” was attained,475

followed by a vertical rise of displacement, which brought the displacement476

to 800 mm in a few hours, indicating an accelerated failure in a manner of477

viscous flow. A similar vertical response is observed in sample RS2.478

The comparison between the rate of displacement at various shear stresses479

shows that the sample RS1, sheared at 1.02τr, yields a much higher secondary480

creep rate of displacement (see Figure 16(b)). This result may be attributed481

to the previous shear process, which has brought the sample to residual state482

and formed a complete shear surface in which the orientation of particles483

occurred. On the other hand, without the pre-existing shear surface in the484

RS2 sample, it withdraws to a relatively low rate of displacement. According485

to the study of Wang et al. (2018b), a shear stress that is slightly larger486

than the residual strength could lead to an accelerated failure. Sample RS2487

is subjected to a stress of 164.1 kPa, which is equivalent to 1.15τr. This488

suggests that once a complete shear surface is formed in sample RS2, the489

rate of displacement rises rapidly and exceeds the rate of displacement in490

sample RS1.491

5. Discussion492

Different testing approaches and shearing directions can lead to signifi-493

cantly different viscous responses. The ring shear test in the laboratory yields494

a greater peak and residual strength than that tested from the in-situ direct495

shear test (Figure 11(a)). Similar creep curves can be observed in the ring496

shear and direct shear creep tests. However, a much larger rate of creep dis-497

placement can be observed in the direct shear creep test because the sample498

is sheared toward the landslide moving direction (Figure 7). Once a complete499

shear surface is formed in the sample, a significant increase in creep rate can500

be observed in the ring shear creep test (Figure 16(a)). Thus, the rate of501

creep displacement depends on the applied shear stress, shear direction and502

other time-dependent state variables, e.g., residual strength.503
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5.1. Comparison with triaxial compression creep tests504

The curves describing the time-dependent deformation of intact shear-505

zone soil under various stress states in the laboratory and in-situ triaxial506

compression creep tests are reproduced in Figure 17. In contrast to the507

in-situ and laboratory shear tests, no accelerated failure was observed in508

either the laboratory or the in-situ triaxial creep tests. For example, the509

laboratory triaxial compression test yielded a peak deviatoric shear strength510

σpd (260.2 kPa) under 500 kPa confining pressure. The sample, with 0.95σpd511

loading deviatoric stress, gave rise to a primary and a secondary creep. On512

the other hand, the in-situ triaxial creep test with loading deviatoric stress,513

e.g., 600 kPa, which is much larger than the ultimate peak deviatoric stress514

σpd attained in the laboratory, exhibits a response that is similar to the515

laboratory test. The differences in creep patterns observed in triaxial creep516

tests and shear creep tests may be attributed to the boundary conditions.517

Specifically, the former test does not prescribe a failure plane, while the latter518

test assumes a failure surface between the upper and lower shearing box.519

Normally, the failure surface is represented by a 2- to 3-mm shearing gap,520

where no lateral constraints are applied. In addition, the initial stress state521

may also influence the creep response, since the samples were consolidated522

at isotropic stress states and at K0 states in the triaxial tests and the shear523

tests, respectively.524
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The phenomenon of creep failure has long been ascribed to the accumu-525

lation of structural defeat and the consequent formation of failure surfaces526

in the soil under the sustained loading (Vyalov S. S., 1968; Suklje and Šuklje527

et al., 1969; Yin et al., 2012; Wang et al., 2018c). For the in-situ direct shear528

creep test, as shown in Figure 7, the shearing direction is parallel to the shear529

surface, where the weakness has already formed. Thus, failure is bound to530

occur if the sustained creep stress is larger than a creep failure threshold. On531

the other hand, for the in-situ triaxial creep test, as shown in Figure 17(b),532

the lateral surface (35◦ direction) with the similar direction to the landslide533

gained the largest deformation. A closer inspection of the creep deformation534

reveals that a significant lateral displacement took place in the 35◦ direction535

when 300-kPa deviatoric stress was applied. It is therefore reasonable to536

presume that creep failure might have already occurred at the second stage537

of stress.538

A comparison of all the creep curves obtained from different testing ap-539

proaches suggests that the shear-zone soil exhibits a similar secondary creep540

deformation pattern, while the rates of creep displacement are rather differ-541

ent. Overall, the rate of creep displacement is greater in the in-situ tests than542

that obtained from laboratory tests. The largest rate of creep displacement543

is obtained from the in-situ shear creep test. This is attributed to the fact544

that, for the in-situ direct shear creep test, the shearing direction is the same545

as the landslide moving direction. Although the in-situ triaxial creep test546

was not carried out in the same manner, a dominating weak plane in the547

35◦ direction was accommodated in the sample. In contrast to the in-situ548

tests, there was not a dominating weak plane in the sample for the labora-549

tory test, as shown in Figure 7. During the shear creep process, orientation550

rearrangement of the fine particles may occur with time and thus results in551

the accumulation of structural defeat in the soil, leading to an increase in552

creep displacement in the direction of orientation. This degradation process,553

however, is much slower than that occurred in the in-situ creep tests.554

The size of the samples may account for another factor that influences555

the viscous response. Especially, in the laboratory tests with relatively small556

samples, the presence of coarse particles in the shear zone may play an im-557

portant role in affecting the stress filed and the failure mechanism in the soil558

(Xu et al., 2007, 2008). In the laboratory triaxial creep tests, the position of559

coarse particles in the samples may not change significantly; instead, some560

particles may rotate resistant to the sustained creep stress in the sample,561

thereby leading to a relatively low rate of creep displacement. This effect562
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can be visualized by CT scanning the distribution of coarse particles before563

and after the tests, as reported by Li et al. (2017). In the ring shear creep564

tests, localization can only occur at the prescribed shear surface. Increasing565

the content of coarse particles in the shear zone will significant increase the566

sustained stress leading to creep failure (Wen and Jiang, 2017). In the in-situ567

creep tests, however, the effect of coarse particles may be negligible, since568

the size of samples is much larger than the contained coarse particles. The569

samples may behave in a similar mechanism as the gravel-free soil. Jiang570

et al. (2016) reported a group of large-size stacked ring shear tests on recon-571

stituted shear-zone soil. The size of the samples were 0.6×0.6×0.6 m. The572

results show similar strength response with conventional direct shear tests573

on gravel-free shear-zone soil.574

5.2. Link creep failure to landslide movement575

The experimental results in Figure 16 may correspond to the catastrophic576

movement of two types of landslide: one is the new slow-moving landslide,577

and the other is a reactivated slow-moving landslide. As previously discussed578

by many authors (Deng et al., 2000; Wang et al., 2018b; Li et al., 2017; Tan579

et al., 2018), the Huangtupo landslide is a typical reactivated slow-moving580

landslide. Its stepwise movement pattern is similar to the observed creep581

behavior in the postfailure ring shear creep test for a presheared sample under582

a shear stress of 1.02τr. It is, therefore, believed that the stress state of the583

Huangtupo landslide is apparently coincident with the presheared sample,584

from the perspective of the displacement pattern characteristics.585

Some authors (Hu et al., 2018; Leroueil, 2001; Wang et al., 2010; Ter-586

Stepanian, 1975; Lucas et al., 2013) suggest that the rate effect may be587

attributed to this stepwise displacement pattern. A soil may show slight588

rate-weakening behavior at low rates and a rate-strengthening behavior at589

comparatively higher rates (Scaringi et al., 2018). In the postfailure ring590

shear tests, the sustained stress 1.02τr rendered the sample RS1 a creep591

rate approximately 20 mm/hour at the secondary creep stage, and the rate592

increased with time. In this rate range, the shear-zone soil may exhibit593

rate-strengthening behavior. As shown in Figure 18, the residual strength594

increases with the rate of displacement ranging from 12 to 2400 mm/hour595

(Hu, 2012). This implies that the residual strength is rate-dependent and can596

be significantly higher than the residual shear strength obtained at the rate597

of displacement of 0.05 mm/min. While the sustained stress is 1.02τr during598

the whole test, the applied stress level, i.e., the ratio between the driving599

25



120                                            12                                                120    1200 2400

Rate of displacement (mm/hour) 

σ’n= 100 kPa
water content 18%

0.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0
30

40

50

60

70

80
Shear stress
Vertical settlement

Shear time (hour)

Sh
ea

rs
tre

ss
(k

Pa
)

-1.6

-1.4

-1.2

-1.0

-0.8

-0.6

-0.4

-0.2

0.0

0.2

Ve
rti

ca
ls

et
tle

m
en

t(
m

m
)

Figure 18: Ring-shear test on a remould, consolidated under an effective normal stress of
100 kPa, presheared to the residual condition with 120 mm/hour and then sheared under

increasing displacement rates, from 12 to 2400 mm/hour, data from Hu (2012)

shear stress and the available shear strength, can vary. At the beginning of600

the test, the rate of displacement is relatively low, and the residual shear601

strength attains its minimum value. After a certain creep displacement,602

the rate of displacement increases and, as a feedback, the rate-dependent603

residual strength, τr(v), increases. This gives rise to a “static stage” in the604

displacement with a relatively low rate of displacement. Thus, the rate-605

dependent threshold, τr(v), attains a relatively low value, and accelerated606

failure may occur again. In a reactivated slow-moving landslide, the rate-607

dependent residual strength largely affects its movement pattern. The critical608

creep stress is equal to or slightly larger than the residual strength but lower609

than the peak strength, as also reported in the literature (Bhat et al., 2011,610

2013; Hu et al., 2018); therefore, a rate-strengthening behaviour can prevent611

dramatic acceleration and long runout (Leroueil, 2001; Wang et al., 2010; Hu612

et al., 2018).613

On the other hand, the intact sample RS2, although sheared at a stress614

less than the peak shear strength, experienced a large creep displacement615

followed by a catastrophic failure. At the beginning of the test, the sample616

creeps at low rate of displacement. During the creep, the shear stress gives617

rise to interlocking loss and crack propagation in the sample, leading sliding618

between particles accumulate in the shear zone (Kuhn and Mitchell, 1993; Yin619

et al., 2009). Such a process can result in excessive viscous displacement, and620

eventually leads to accelerated deformation in the sample. Then, the resistant621
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stress rapidly drops to the rate-dependent residual strength. Whilst the τr(v)622

may increase with the increase in the rate of displacement, it is still much623

lower than the sustained shear stress. Consequently, a acceleration failure624

will definitely occur. In a new slow-moving landslide, the accumulation of625

the viscous displacement may be the dominating factor that leads to the626

failure. The critical creep stress can be slightly lower than the peak shear627

strength but much larger than the residual strength. This results was also628

experimentally observed by Jiang et al. (2016). In this case, catastrophic629

failure with extremely fast velocity may occur if the soil experiences a sudden630

reduction in the peak shear strength due to factors such as heavy rainfall631

events (Xu et al., 2015, 2016).632

6. Conclusions633

This paper reports on the results of an in-situ direct shear creep test634

carried out at the Badong field test site. The creep properties of the clastic635

soil within the shear zone are examined over various shear stress ranges.636

Additionally, some laboratory ring shear creep tests are carried out with the637

same soil. The test results are compared with those obtained by triaxial creep638

tests reported in the literature. The following conclusions can be drawn:639

(1) The in-situ direct shear creep test yields a failure stress of approxi-640

mately 0.95 of the peak shear strength. Compared to the ring shear641

creep test, a much larger rate of creep displacement is obtained due to642

shearing along the landslide direction.643

(2) The tested sample in the in-situ direct shear creep test exhibits very644

low compressibility during the creep due to the high content of coarse645

particles (25 and 50 wt.%) and overconsolidation.646

(3) In the ring shear creep tests, the critical creep stress is approximately647

0.98 of the peak shear strength at the prepeak state. However, at the648

residual state, the critical creep stress is equal to the residual strength649

of the soil.650

(4) The shear-zone soil is prone to failure under shear condition, rather651

than triaxial compression condition. Nonattenuating creep responses652

were obtained in both the in-situ direct shear and the laboratory ring-653

shear creep tests, while no accelerated failure was observed in either654

the laboratory or the in-situ triaxial creep tests.655
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